
Apogee Scientific Leak Detection System (LDS) 
LDS Bump Cal Kit (LDS BUMPCAL) 
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· Compact and portable design 

· Test both channels (CH4 & HC) in less than 2 minutes 

· Disposable and replaceable calibrated gas cylinders 

· Integrates with LDS software 

· Calibrated gasses blended with N2, below lower explosive limit (LEL) 

· Automatic data recording 

· Simple to review historic data 

· Immediate report generation  
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Kit Contents: 2x 17L calibration gas cylinders, dual      
cylinder hard-molded plastic carrying case with handle and 
easy access door, 2x push button fixed flow regulators, 4’ 
Tygon tubing and 1x valve disabling tool (for safe disposal).  

Dimensions (HxWxD): Exterior = 23.0” x 9.0” x 4.5”  

Calibration Gases:  

Methane (CH4) 40% LEL (2.0% Vol) / Balance N2, 17L 

Propane (C3H8) 95% LEL (2.0% Vol) / Balance N2, 17L 
 

Flow Rate: 0.3 LPM 

Bump-Tests per Cylinder: ~ 680 (1+ year supply) 
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Matthew McNeil 
Apogee Scientific, Inc. 
2895 W Oxford AVE STE 1 
Englewood, CO 80110-4397 

mmcneil@apogee-sci.com 
(303) 783-9599 x 33 
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· Quick, easy and safe to use 

· Inexpensive 

· Satisfies regulatory standards and best practices 

· Ensures LDS functionality and accuracy          
between annual calibrations 
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